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Operation 
Before you use your PhotoSmart-13 laminating machine for the first time it is recommended 
that you familiarize yourself  with the machine's operation and controls. Check the results using 
a range of  sample sheets of  paper before laminating your valuable original documents. 

Lamination Range 
This machine is designed to laminate from 3mil up to 10 mil of  general documents and 
photos. However the result of  lamination may vary depending upon the thickness of  
laminates and use of  carrier. This machine can accommodate the total thickness of  
1.0mm(40mil). Do not attempt to laminate items were the total thickness is 40mil or more. 

Temperature Settings and Carrier 
The temperature settings of  this machine are based upon" CARRIER FREE" operation. 
Generally the thicker the laminate is, the higher temperature is required. However you may 
use a carrier with this machine to protect the roller from getting dirty. But remember that 
the carrier prohibits heat deliverance to pouch. So the temperature setting should be 
adjusted higher to laminate with carrier. 
(A carrier is made from folded card and is supplied with most packs of  pouches) 

Hot Laminating 
1. Plug the laminator into a convenient power socket. 
2. Switch on the power switch (1) 
The Red Light will illuminate to indicate that the power is on. 
3. Select the appropriate temperature setting or the thickness of  pouch. 
4. The laminator will preheat for approximately 4-5 minutes. 
5. Prepare the item to be laminated by placing it centrally into the correct sized pouch, 
leaving the sealed edge intact. 
6. When the required temperature is reached the Green light will come on. 
Once the Green Light comes on, it is ok to laminate document. 
7. However, to laminate photo’s, please wait another 15 min after ready light to heat up 
the rollers for perfect lamination. 
8. Gently insert the pouch, sealed edge first, squarely between the entry guides into the 
front of  the laminator until it engages with automatic feed rollers. 
9. The pouch will move through the unit and exit at rear. 
10. While laminating the Green light may go off  as heat is absorbed by the laminate. 



Release Function
CAUTION ! 
Do not try to force the pouch into the laminator or pull the pouch out. This 
will damage(and could break)the laminator. 
This machine can laminate a range of  films, if  you try to laminate thin film at 
a higher temperature without a carrier, the film might roll up at the front 
roller. In that case, you need to retrieve the document during lamination. 
1. Press the reverse button and hold it down, while the power is on. 
The machine will start to run reverse and repulse the film out to entry slot. 
2. With the other hand gently pull the pouch and document out of  the front 
of  the machine. 
3. If  the pouch has gone completely into the machine and is not sticking out 
of  the front or back, there is nothing you can do. 
Do not try to open the machine. 
This can be dangerous and will void the warranty. 

Photo Laminating 
Your PhotoSmart-13 Laminator is designed for quality photo lamination. 
PhotoSmart-13 Laminators will laminate photos, in most of  the cases, with-
out the need for special pouches.
1.If  you can see bubbles, haze, or clouds, after lamination, it is most likely 
that the temperature setting is not proper. 
Try again with appropriate setting of  temperature. 
2. Heavily colored inkjet copies and varnished printed pages will also have 
excellent results in this laminator with standard pouches. 
3. Your PhotoSmart-13 can laminate most color prints with excellent results. 
However glossy pictures might have some haze depending on the laminating 
condition. 
4. PhotoSmart-13 laminates most of  semi-glossy, matte, or presentation paper 
perfectly

Cold Laminating 
1. Select cold setting on the temperature dial. 
2. Use 'cold' or 'self-seal' pouches. 
3. The Green ready light does not illuminate for the cold setting
 
CAUTION ! 
Remember if  you have been hot laminating and then wish to Cold laminate 
the machine has to cool for at least 1 hour before laminating can commence. 
Never use 'self-seal' pouches on the hot setting, as they will be ruined along 
with the document inside. 

Important  Safeguards 
When using electrical appliances. Basic precautions should always be followed to reduce the 
risk of  electric shock and injury, including the followings. 
1. Carefully read all instructions. 
2. Always unplug the appliance when not in use or before cleaning. 
3. Extreme caution is to be taken when appliance is used by, or near to, children or invalids. 
4. To protect against risk of  electric hazards, do not immerse power cord, Plug, or appliance 
in water or other liquids. 
5. Do not insert any metal objects, e.g. Scissors, or foreign objects into the entry or exit areas 
of  the machine. Do not laminate metallic objects. 
6. Do not operate the appliance with a damaged power cord or plug, or after 
the appliance malfunctions, has been dropped or is damaged in any manner. 



Helpful Hints 
1. Once you have laminated your document the plastic cannot be removed. 
2. Do not attempt to hot laminate heat sensitive documents such as thermal 
paper, wax based inks etc. 
3. If  the laminated document has a milky appearance, you may need to 
process it again at a higher temperature. 
4. If  the laminated document is hard and wavy it has probably been lami-
nated too hot you should put other document through at a lower setting. 

Cleaning
The heal plate of  this machine is Teflon coated to minimize getting the dirt 
from operation. If  you want, however you can clean the rollers, follow this 
procedure. Then it will get most of  the dirt off  of  rollers. 
•• * Heat up the machine to the maximum temperature. •• After the 
machine heats up, put the blank carriers through a couple of  times.

Service and Repairs
Do not attempt to repair the machine yourself  as there are no serviceable 
components within the machine. 
Never open up the machine. 
Repair should only be carried out by an authorized service representative. 

Warranty
This machine is guaranteed for 12 months from the date of  purchase. 
We  will repair or replace the laminator.   

Technical Specifications

Model PhotoSmart-13
Maximum Pouch Size 12” Wide
Maximum Pouch Thickness 10mil
Speed of  Lamination 30” a min
Power Supply 120V, 60 Hz
Maximum Power Consumption 420W
Weight 13.4 lb 


