
 

Creasematic 150 Programmable Creaser
[150]

 List Price: $7,999.00
 You Save: $504.00
 Your Price: $7,495.00

 
Prices and specifications are subject to change. Click the
link to view the latest information: Creasematic 150 Programmable
Creaser

Speed: 2,000 sheets/hr*
Paper Size: 5 3⁄4" x 8 1⁄4" to 13" x 39"
Sheet Capacity: Single Sheet feed
Paper Weight: 30 to 130 lbs.*
Creasing rule and matrix style crease prevent toner cracking, making it ideal for digital printing
applications
Creases up to 2,000 sheets per hour
Makes up to 9 creases per sheet (11" x 17")
Accommodates sheet sizes up to 39 inches
5 memory settings
Matrix creasing tools allow the setting of 4 different crease widths to accommodate a wide
variety of paper stock
Quiet operation
In-line perforating system
Mounted on casters
2 matrix crease bars allow 4 crease widths to be set.
Built-in perforating wheel is easily engaged for in-line perfing
Dimensions: 18 1⁄2� D x 40 1⁄2� W x 39 1⁄4� H
Power Supply: 120 V, 60 Hz
Shipping Weight: 187 lbs.
* may vary due to variations in paper and power supply

Features

Speed: 2,000 sheets/hr (depending on paper size and weight)
Paper Size: 5 3⁄4" x 8 1⁄4" to 13" x 39"
Sheet Capacity: Single Sheet feed
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Paper Weight: 30 to 130 lbs. (may vary due to variations in paper and power supply)
 Creasing rule and matrix style crease prevent toner cracking, making it ideal for digital printing
applications
Creases up to 2,000 sheets per hour
Makes up to 9 creases per sheet (11" x 17")
Accommodates sheet sizes up to 39 inches
5 memory settings
Matrix creasing tools allow the setting of 4 different crease widths to accommodate a wide
variety of paper stock
Quiet operation
In-line perforating system
Mounted on casters
2 matrix crease bars allow 4 crease widths to be set.
Built-in perforating wheel is easily engaged for in-line perfing

Specifications

          Paper Feed Hand
Numbering No
Perforating No
Scoring Yes
Counter No
Power 120 V, 60 Hz
Size 18 1⁄2" D x 40 1⁄2" W x 39 1⁄4" H
Shipping Weight 187 Pounds
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